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CASIO to Release EDIFICE Models with Schedule Timer and Automatic 

Time Zone Adjustment 

Racing Team Feedback Used to Design New Features 

 

ECB-10 

 

CASIO announced today the release of five new additions to the EDIFICE line of high-performance 

metal chronographs based on the brand concept of “Speed and Intelligence.” When paired with a 

smartphone, the new ECB-10 models offer features such as schedule timer and automatic time zone 

adjustment, the latter of which does not require the user to press a button.
 

 

The new ECB-10 models were developed based on interviews with motorsport racing team members. 

Their feedback is reflected in functions including the Schedule Timer, which is convenient for time 

management by teams who need to schedule activities down to the minute, and automatic time zone 

adjustment, which is useful when traveling to races around the world. 

 

By pairing with a smartphone calendar app,
*1

 the Schedule Timer displays the start and end times of a 

scheduled activity on the watch LCD. It also provides sound notifications at the start and end of an 

activity. With a connection with a smartphone via Bluetooth
®
, the notifications are automatically 

adjusted with any schedule change made on the calendar app. This allows the timer to support sudden 

changes in schedule. In addition, the ECB-10 models automatically correct the time zone according to 

local time, even when traveling across time zones, without the user having to press any button at the 

destination.*
2
 

*1. iOS: Calendar, Android: Google Calendar  

*2. When the paired smartphone is within two meters of the watch. 

 

The watch face features an octagonal bezel studded with four screws, evoking a professional power 

tool used for racing car maintenance. The bold look strongly suggests a mechanical design. The dial is 

emblazoned with horizontal lines to express the dynamic energy of cars tearing down the straightaway. 

These are high-performance watches that integrate motorsport sensibility with smart design and 

practicality, and they are also helpful for travel and other business activities.  
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ECB-10PB-1A  ECB-10DB-1A ECB-10P-1A   ECB-10D-2A  ECB-10DC-1A 

 

 

Specifications 

ECB-10 

Water Resistance 100 meters 

Communication  
Specifications 

Communication 
Standard 

Bluetooth
®
 low energy 

Signal Range Up to 2m (may differ depending on surrounding conditions) 

Worldtime 
38 cities (38 time zones, daylight saving on/off) and 
Coordinated Universal Time: auto summer time (DST) 
switching; home time/world time switching 

Stopwatch 
Measuring unit: 1/1000 second (for the first 60 minutes)/ 1/10 
second (after 60 minutes); measuring capacity: 23:59’59; 
measuring modes: elapsed time; 200-lap memory 

Countdown Timer 
Measuring unit: 1 second (maximum 24 hours), 1-second 

accuracy 

Alarm 5 daily alarms; hourly time signal 

Other Features 

Smartphone Link functions (world time: over 300 cities, 
automatic time adjustment, phone finder, 1/1000-second lap 
time records, schedule timer, etc.), automatic hand 
correction, full auto-calendar, day and date display, battery 

level indicator, airplane mode, low battery warning, LED 
light for the face and LCD (full auto LED light, Super 
illuminator, selectable illumination duration (1.5 seconds or 3 
seconds), afterglow) 

Power Source 2 years on CR2016 

Size of Case 51.0×48.5×12.5mm 

Total Weight 
ECB-10D-2A, ECB-10DB-1A, ECB-10DC-1A：Approx. 167g 

ECB-10P-1A, ECB-10PB-1A：Approx. 101g 

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by  

Casio Computer Co., Ltd. is under license. 

 

Model Color Band 

ECB-10PB-1A  All black Resin 

ECB-10DB-1A Black bezel Stainless 

ECB-10P-1A Silver bezel Resin 

ECB-10D-2A Silver bezel Stainless 

ECB-10DC-1A All black Stainless 


